
 

 

JKD series electric fast speed winch 
 

 
 
 
This  machine  generally  used  for  hoisting, 
moving, loading and unloading heavy cargos. Such as
install and move   large   –middle   steel   structure 
and   machine equipments.  The   machine  is 
suitable  for  used   in Construction  Company, 
construction  building  project and bridge building. 

 
 

Technical data: 
 

Motor 
 

Dimension 
 
 
 

Model 

 
Line pull 
（KN） 

 
 
Rope speed 

（M/min） 

 
Rope Dia 

（mm）

 
Drum 

capacity
（M） 

 
Model 

 
Power
（KW）

 
 

Length 

 
 

Width 

 
 

Height

 
Total 

weight
（KG）

 
JKD1 

 
10 

 
33 

 
9.3 

 
100 

 
YZR160M2-6 

 
7.5 

 
1020 

 
930 

 
550 

 
480 

 
JKD2 

 
20 

 
30 

 
15.5 

 
200 

 
YZR180L-6 

 
15 

 
1200 

 
1400 

 
750 

 
1300 

 

JKD3 
 

30 
 

30 
 

17 
 

200 
 

YZR200L-6 
 

22 
 

1300 
 

1530 
 

850 
 

1850 
 

JKD5 
 

50 
 

30 
 

21.5 
 

300 
 

YZR225M-6 
 

30 
 

1640 
 

1890 
 

950 
 

3100 
 

JKD8 
 

80 
 

30 
 

26 
 

300 
 

YZR280-8 
 

55 
 

1980 
 

150 
 

1220 
 

5850 
 

JKD10 
 

100 
 

30 
 

31 
 

400 
 

YZR315S-8 
 

75 
 

2230 
 

2450 
 

1580 
 

8500 
    Note： 
Above mentioned based on 380 Voltage, 50 Hz, 3-Phase, and the price not include wire and certificate, if any want please in advice. 
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