
 

    JMW series low speed electric winch 
 

 
 
 

 
 
 
 
 
This is  worm wheel pole decelerator 
transmission machine. Main used for wining, 
pulling and daggling. Such as for install and 
tear down machine equipment. This machine 
mainly  used for  Construction   Company, 
diggings and load projects. 

 
 
 

Technical data: 
 

Motor 
 

Dimension  
 

Model 
 

Line pull 
（KN） 

 

Rope 

speed 

（M/min）

 
Rope Dia 
（mm） 

 

Drum 

capacity

（M） 
 

Model Power
（KW）

 
Length 

 
Width 

 
Height 

 
 

Total weight
（KG） 

 
JMW 3 

 
30 

 
8 

 
15.5 

 
150 

 
YZR160L-8 

 
7.5 

 
1590 

 
1460 

 
930 

 
1050 

 
JMW 5 

 
50 

 
9 

 
21.5 

 
250 

 
YZR180-8 

 
11 

 
2010 

 
1580 

 
1100 

 
1700 

 
JMW 8 

 
80 

 
10 

 
26 

 
400 

 
YZR225M-8 

 
22 

 
2160 

 
2110 

 
1180 

 
3600 

   Note： 
Above mentioned based on 380 Voltage, 50 Hz, 3-Phase, and the price not include wire and certificate, if any want please in advice. 
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