
 
VJP series hydraulic winch  from 15000LB-88184LB(6.8T-40T) 

VJP series hydraulic winch which mainly consists planetary decelerator, hydraulic motor, brake, drum, etc. the 
winch makes the operation more stable and the structure more reasonable, its use multidisc type friction brake 
makes the brake torque large, safe and reliable. 
1-  Full-float type with planetary gear reducer makes the operation more stable, and more reasonable. 
2-  Adopt multidisc type friction makes the brake torque large, safe and more reliable. 
3-  The products is featured by its small size, compact construction and high transmission efficiency. 
4-  Free wire releasing function. 
5-  The installation bracket can be manufactured according to the customer’s requirement. 
6-  Adopt manual, pneumatic clutch equipment. 
7-  Manufacture according to GJB82-86 National Military Hydraulic Winch Standard. 

           
 
 

VJP 6.8T （15,000LB） 

Max. pull force  (bottom layer) 68 KN 
Working speed  (bottom layer) 7.5 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 14 Mpa 

Flux 55 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
300*170*230 mm 

Rope length 45 M 
Rope diameter Φ14 mm 

 

 Weight 120 KG 
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                 VJP 10T （22,046LB） 
Max. pull force  (bottom layer) 98 KN 
Working speed  (bottom layer) 7 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 17 Mpa 

Flux 60 L/min 
Drum dia.* bottom dia.* length 

(internal ) 
390*190*340 mm 

Rope length 60 M 
Rope diameter Φ18 mm 

 

Weight 262 KG 

 

                           VJP 10T(B) （22,046LB）   

Max. pull force  (bottom layer) 98 KN 
Working speed  (bottom layer) 7.5 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 17 Mpa 

Flux 72 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
450*295*250 mm 

Rope length 60 M 
Rope diameter Φ18 mm 

 Weight 305 KG 
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          VJP 10T(B1) （22,046LB）   

e tom layer) 98 KN Max. pull forc  (bot
Working speed  (bottom layer) 7 M/min 

Pressure of brake ＜  2.5 Mpa 
Pressure 16 Mpa 

Flux 70 L/min 
Drum dia.* b  dia.* length  395* 245 ottom

(internal ) 
250* mm 

R  60 M ope length
R  Φ  mope diameter 16 m 

 Weight 230 KG 

 

 

VJP 15T （33,069LB）  

(bottom layer) 147 KN Max. pull force   
Working speed  (bottom layer) 6 M/min 

Pressure of brake ＜  2.5 Mpa 
Pressure 16 Mpa 

Flux 110 L/min 
Drum dia.* b  dia.* length  400* 340 ottom

(internal ) 
210* mm 

R  70 M ope length
R  Φ  mope diameter 22 m 

 Weight 285 KG 
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                 VJP 20T （44,092LB） 

Max. pull force  (bottom layer) 196 KN 
Working speed  (bottom layer) 6 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 17 Mpa 

Flux 120 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
400*210*340 mm 

Rope length 60 M 
Rope diameter Φ26 mm  

Weight 285 KG 

 

 

VJP 25T （55,115LB） 

Max. pull force  (bottom layer) 245 KN 
Working speed  (bottom layer) 5.5 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 18 Mpa 

Flux 120 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
530*280*360 mm 

Rope length 60 M 
Rope diameter Φ26  mm 

Weight 560 KG 
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                  VJP 30T （66,138LB） 

Max. pull force  (bottom layer) 294 KN  
Working speed  (bottom layer) 5.5 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 17 Mpa 

Flux 120 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
530*280*360 mm 

Rope length 60 M 
Rope diameter Φ32 mm 

 Weight 570 KG 

 

VJP 40T  (88,184LB) 

Max. pull force  (bottom layer) 392 KN  
Working speed  (bottom layer) 3 M/min 

Pressure of brake ＜2.5 Mpa 
Pressure 17 Mpa 

Flux 120 L/min 
Drum dia.* bottom dia.* length  

(internal ) 
600*280*4

80 
mm 

Rope length 65 M 
Rope diameter Φ36 mm 

 Weight 800 KG 

 

Note: the above mentioned not include rope and certificate, if any please be informed. 
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